
Frequency 
Generators 

GK185-C-PV1¸13 

Type 

GK185-C-PV1 ÷ 
GK185-C-PV12 GK185-C-PV13 

Rated  frequencies, MHz 
180, 190, 200, 210, 220, 

230, 240, 250, 
260,270,280, 290 

900 

The output power of the generator output 
at the control voltage Uр = 0V, mW, 

not less 13 two outputs 
without power 

adjustment 
by 10mW ± 30% 

at the control voltage Uр = +10V, mW,  
not more 7 

Spectral power density of phase noise , dB/ Hz , not more 
at detuning from carrier frequency 1000 Hz minus 95 minus 90 
at detuning from carrier frequency 5000 Hz minus 115 minus 100 

at detuning from carrier frequency 10000 ÷ 500000 
Hz minus 130 minus 125 

The level of parasitic oscillations in the spectrum of 
the generator signal in the frequency range ± 150 
MHz from rated frequency, dB, not more 

minus 50 minus 50 

The attenuation of the harmonic components of the 
output signal, dB, not more minus 20 minus 20 

Supply voltage, V ±12 ± 3% and 
+5 ± 10% 

±12 ± 3% and 
+5 ± 10% 

Frequency of sweep,  MHz 5 
(signal with voltage 0,5 ÷ 1,5V) 

Operating-temperature range, ºС minus 50 ÷ + 65 

Gamma-percentile storage ability time at g = 95%, 
not more, years 15 

Gamma-percentile time to failure at g = 95%, not less, h 10000 



Dimensions GK 185-C-PV(1 ¸ 12) 

Dimensions GK 185-C-PV(13) 

INSTRUCTIONS FOR USE 
During installation, observe the following sequence: 

 first connect the ground terminals to the generator,
 then the power supply terminals,
 then all other conclusions.

Pin assignment: 

XW1 Input of reference generator 
XW2 Output 
+5В Supply voltage 
-12В Supply voltage 
┴ Ground 

+12В Supply voltage 
К Control output 
Up Voltage control 
А Outlet СРГ50-751ФВ 

Marking: 
1 Design letters; 
2 Trade mark; 
3 Ordinal number; 
4 The last two digits of the 

year and the month of 
manufacture; 

5 Mark of the department of 
technical control; 

6 Additional Information. 

 Pin assignment: 
XW1 Input of reference generator 
XW2 First output of generators 
XW3 Second generator output 
+5В Supply voltage 
-12В Supply voltage 
┴        Ground 

+12В     Supply voltage 
К Control output 
А Outlet СРГ50-751ФВ 

Marking: 
1 Design letters; 
2 Trade mark; 
3 Ordinal number; 
4 The last two digits of the year 

and the month of manufacture; 
5 Mark of the department of 

technical control; 
6 Additional Information. 




